


Product Outline Drawing

Mounting hole size: 
Ø2.125±.015” 
(Ø53.98±0.38mm)

Mounting hardware torque: 
6 lb-in 
(0.68 N-m) max.

Refer to the appropriate
Beede installation instruction
sheet for complete installation
requirements.

Dimensions shown are in inches.
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6 Pin Connector Wiring Table
Connection

Name
Battery +

Pin
Number

1

Ground2

Switched Output3

16-20 AWG stranded copper wire recommended for all electrical connections.

Wiring Connections

6 Pin Connector Detail
Mates with Deutsch I.P.D.

DT Series Connector
DT-06-6S

Locking Wedge W6A

6

5

4 3

2

1

Lamp (B+)4

CAN-H5

CAN-L6

Mechanical

Bezel Material:
Stainless steel or aluminum
Finish, customer specified

Case:
White thermoplastic copolymer

Dial:
Textured finish polymer
Opaque characters & background

Sealing:
IP 65 compliant

Electrical Specifications

Reverse Polarity Protection:
Standard entire system

Load Dump:
Meets SAE J1113, 3 positive 80V transients
one minute intervals

Operating Voltage:
11-16VDC standard

Over Voltage:
Withstands 18V continuously for one hour

Output Signal Switching:
150 mA Max.

LCD:
Transflective FSTN dot matrix
positive image mode standard
6:00 O’Clock viewing angle
LED illuminated. Color, white

Environmental Specifications

Shock (Non-operating):
50G, 9-13mS half-sine,
25 shocks in each of three orthogonal axes

Vibration (Non-operating):
0.06” (1.5mm) double amplitude 10-80-10 Hz
2 hours in each of three orthogonal axes

Temperature:
Operating, -20°F to 158°F (-30°C to 70°C)
Storage, -40°F to 185°F (-40°C to 85°C) 50% RH

Humidity:
95% relative humidity @110°F (43°C) non-condensing

Salt Spray:
Meets or exceeds ASTM 117, 48 hours
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Customer Service

1-800-451-8255

custservice@beede.com
Extension 201 or 216

24/7 Technical Support Forum

Visit our web-based support
forum at www.beede.com

Sales

1-800-451-8255
sales@beede.com

Contact Beede

Beede Electrical Instrument Company, Inc.
88 Village Street
Penacook, NH 03303
(603) 753-6362
Toll-free 800-451-8255
Fax (603) 753-6201


